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Datasheet Number :  TD33-14 

Tool Designation :  2B6D c/w Protector Noses 
 
Nominal size range :  6”ns to 36”ns. 
 
Body Type  :  Multi Bolt 
 
Drive Interface Type : Seal Disc 
 
 

 
Figure 1  Typical Multi Bolt 2B6D Pigging Tool c/w Protector Noses 

 
Tool description :  The tool configuration is made up of 2 circular brushes and  

6 seal discs separated by spacer discs mounted on a metallic  
fabricated body assembly. 
The front and rear of the tool are fitted with are fitted with protector noses to 
prevent any metal to metal contact. 
The front and rear packages are held in position by an even number of  
hex. hd. bolts, washers and nyloc nuts. 
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Figure 2  Standard Multi Bolt 2B6D Pigging Tool c/w  Protector Noses Dimensions 
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6 4 5S 162.8 120 139.8 3D 6" x 6" 325 275 175 
8 4 120 182.55 160 173.1 3D 8" x 8"  380 330 230 
8 4 5S 213.6 100 188.89 3D 8" x 8"  380 330 230 

10 4 100 236.53 160 215.9 3D 10" x 10" 460 410 310 
10 6 5S 266.2 80 242.8 3D 10" x 10" 460 410 278 
12 6 100 280.97 160 257.2 3D 12" x 12" 540 490 358 
12 6 5S 315.93 80 288.89 3D 12" x 12" 540 490 358 
14 6 5S 347.7 160 284.2 3D 14" x 14" 620 570 438 
16 6 100 354.02 160 325.42 3D 16" x 16" 705 655 523 
16 6 5S 398.02 80 363.52 3D 16" x 16" 715 655 490 
18 6 100 398.48 160 366.72 3 18" x 18" 795 735 570 
18 8 5S 448.82 80 409.54 3D 18" x 18" 795 735 570 
20 8 5S 498.44 160 407.98 3D 20" x 20" 875 815 650 
22 8 100 488.96 160 450.84 3D 22" x 22" 955 895 730 
22 8 5S 549.24 80 501.64 3D 22" x 22" 955 895 730 
24 8 100 531.82 160 490.52 3D 24" x 24" 1040 980 815 
24 12 5S 598.52 80 547.68 3D 24" x 24" 1040 980 780 
26 12 10 644.56 XS 635 3D 26" x 26" 1120 1060 860 
28 12 10 695.36 XS 685.8 3D 28" x 28" 1200 1140 940 
30 12 10 749.3 XS 736.6 3D 30" x 30" 1280 1220 1020 
32 12 10 796.96 XS 787.4 3D 32" x 32" 1365 1305 1040 
34 12 10 847.76 XS 838.2 3D 34" x 34" 1445 1385 1120 
36 12 10 898.56 XS 889 3D 36" x 36" 1525 1465 1200 

 
Table 1 Standard Multi Bolt 2B6D Pigging Tool c/w P rotector Noses Dimensional Data 

 
Note:  Brush and Seal disc diameters are sized and toleranced in accordance with company guidelines 

to suit specific pipeline geometry. 
 

For sizes above 36”ns please contact the sales department for further information.
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Operational Duties during a Pipelines Lifespan: 
 
Construction /  
Commissioning Phase : Cleaning 
 
Operational Phase  : Cleaning 
 
Decommissioning Phase : Cleaning 
 
Pigging Run Data:  
 
Drive Interface Material : Omnithane  Super Omnithane Hyper Omnithane 
  
Operating Temperature : -20°C to +85°C -20°C to +85 °C -20°C to +130°C 
 
Pipeline Medium  : Oil  Gas  Oil  Gas  Oil  Gas  
  
Run Distance up to 14”ns. : 75 km  40 km  100 km  60 km 75 km  40 km 
 
Run Distance up to 36”ns. : 200 km 150 km 275 km 200 km 200 km 150 km  
 
Note:  The distances shown are approximate values only and should not be considered as absolutes. 

Factors such as pipeline geometry and condition, pipeline medium, temperature, tool application  
and configuration will all have an effect on the actual tool run distance. 

 
Optional Ancillary Items  : The tool can be fitted with optional ancillary items to suit specific  

multi functional operational duties. 
i.e. gauge plates, spring mounted brushes, bypass ports, etc. 
Please note that not all options are available for all sizes. 
Please contact the sales department for further information. 
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The information provided is given in good faith and is intended as a general guideline only. 
We can assume no responsibility for its use as this is outside of the control of the company. 
Please consult the Sales Department for project specific criteria. 
 
For further details contact:  
Pipeline Engineering & Supply Co. Ltd., 
Gatherley Road, Catterick Bridge, Richmond, North Yorkshire, DL10 7JQ, United Kingdom 
Tel: +44 (0) 1748 813000   Fax: +44 (0) 1748 813501 
email: sales@pipelineengineering.com   web: www.pipelineengineering.com 
 

 


